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Размер: 535
Диаметр номинальный по изоляции 1,428 in. По факту – 38 мм (1,496 in).
Бронированный и покрытый каучуком.
Напряжение 2000 В.
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600 & 2000 Volt
Single Conductor Power, Unarmored or Armored and
Sheathed.

Conductor:

Flexible, Annealed, Tinned Copper per ASTM B33, B8
andB172

Insulati
Crossiinked Polyolefin 125
(Colors as Requied)

Armor:
Bronze, Tinned Copper or Aluminum Braid

Sheath:
Heavy Duty Arctic Neoprene.
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One Conductor Power Cable: 2000 Volts (Heavy Duty)

‘Armored and
Unarmored Amored -*B™ | Sheathed “BN"
‘Nominal | Nominal
Conductor| Overall | Weight | Nominal | Weight | Nominal | Weight Ampacity"*
Product | Diameter | Diameter | Lbs per | Diameter |Lbs per | Diameter | Lbs per | ICEA | IEEE-45] TEC
Sizo| Number' | Inches | inches | MFT | inches | MFT | Inches | MFT [725°C | 100°C | 05°C
40| o1CH0HD | 0se0 | o700 | ss2 | os4s | o5 | 1013 | mae | 4es | 351 | o4s
262 |01C262HD | oss2 | ose2 | ez | oow | 1115 | 1085 | 1308 | sso | 407 | ass
313 [01C31aHD | 0720 | 0230 | 1152 | osss | 1208 | t1es | 1507 | 617 | 455 | 427
373 [01Ca7aHD | 0770 | oo | 1354 | 1035 | 1520 | 1208 | 1718 | ez | ste | 477
444|01C444HD | o845 | 10s5 | 17 | 1110 | 1785 | 1280 | 1005 | 772 | ses | sa
535 |01CsasHD | 0915 | 1165 | 1ass | 1220 | 2104 | MBS | B4R | ent | se2 | so7
o0 [01CaseHD | 1030 | 1270 | 2284 | 1325 | 2525 | 1533 | 2788 | o0 | 731 | 672
777 |01CTT7HD | 1120 | 1380 | 2734 | 1415 | 2080 | 1séa | 3s04 | 1101 | 22 | 754
1111)01C1111H0| 1340 | 1se0 | ssor | 1ess | 4005 | 19 | 4553 | 1374 | 1025 | 043
*Exane-125+ Ordering Part Number **Ampacity Ratings Based on the Following
+ Unammored — us product numbr. Examele: 01C262-HD. + 95°C IEC 82-3 Ampacity i Free A @ 45'C Ambient

+ Amored only - add theltta B, Example: 01C262-HDE.
+ Amorsd and Sheathed - 20d the leiers BN,

Exampl: 01C262-HD BN.

« 100°C IEEE45 STD 1906 In Froe Afr @ 45°C Ambirt
« 125°C ICEA Pub. P-46-425 n Free A G 45°C Amibient
Contact ctey or specec ewroemental conamons.





